Speech understanding abilities are highly variable among cochlear implant (CI) listeners. Poor electrode-neuron interfaces (ENIs) caused by sparse neural survival or distant electrode placement may lead to increased channel interaction and reduced speech perception. Currently, it is not possible to directly measure neural survival in CI listeners; therefore, obtaining information about electrode position is an alternative approach to assessing ENIs. This information can be estimated with computerized tomography (CT) imaging; however, postoperative CT imaging is not often available. A reliable method to assess channel interaction, such as the psychophysical tuning curve (PTC), offers an alternative way to identify poor ENIs. This study aimed to determine (a) the within-subject relationship between CT-estimated electrode distance and PTC bandwidths, and (b) whether using focused stimulation on channels with suspected poor ENI improves vowel identification and sentence recognition. In 13 CI listeners, CT estimates of electrode-to-modiolus distance and PTCs bandwidths were measured for all available electrodes. Two test programs were created, wherein a subset of electrodes used focused stimulation based on (a) broad PTC bandwidth (Tuning) and (b) far electrode-to-modiolus distance (Distance). Two control programs were also created: (a) Those channels not focused in the Distance program (Inverse-Control), and (b) an all-channel monopolar program (Monopolar-Control). Across subjects, scores on the Distance and Tuning programs were significantly higher than the Inverse-Control program, and similar to the Monopolar-Control program. Subjective ratings were similar for all programs. These findings suggest that focusing channels suspected to have a high degree of channel interaction result in quite different outcomes, acutely.
Introduction
Outcomes are highly variable among cochlear implant (CI) listeners, potentially because of variations in perceptual acuity across stimulation sites (e.g., Holden et al., 2013; Won, Drennan, & Rubenstein, 2007) . Studies in CI listeners have demonstrated across-site variation in spatial spread of excitation (Abbas, Hughes, Brown, Miller, & South, 2004; J. A. Bierer and Faulkner, 2010; DeVries, Scheperle, & Bierer, 2016; Jones, Ho Won, Drennan, & Rubenstein, 2013; Nelson, Donaldson, & Kreft, 2008; Zhou et al., 2017) , electrode discrimination (Throckmorton & Collins, 1999; Zwolan, Collins, & Wakefield, 1997) , and behavioral thresholds (J. A. Bierer, 2007; DeVries, Scheperle, & Bierer, 2016; Long et al., 2014; Pfingst, Xu, &Thompson, 2004) . This variation may be partially attributable to the electrodeneuron interface (ENI), which refers to peripheral factors such as spiral ganglion neuron density, electrode position, bone growth, and other factors (e.g., J. Bierer, 2010) . Channels with suspected poor ENIs may cause a high degree of channel interaction, which occurs when the neural excitation patterns of adjacent channels overlap. Increased channel interaction can distort spectral information and lead to decreased pitch and speech perception (e.g., Jones et al., 2013) , emphasizing the importance of identifying aspects of the ENI that contribute to increased channel interaction.
Human temporal bone studies have shown nonuniform distributions of spiral ganglion neural density in CI listeners and individuals with hearing loss (Khan, Handzel, Damian, Eddington, & Nadol, 2005; Linthicum, Fayad, Otto, Galey, & House, 1991; Nadol, 1997) . Animal studies have also demonstrated that longterm deafness results in smaller evoked potential responses and fewer surviving spiral ganglion neurons (Hall, 1990; Shepherd & Javel, 1997; Smith & Simmons, 1983) . However, histological studies have not shown a correlation between neural survival and speech perception in CI listeners (e.g., Khan et al., 2005) . While it is not yet possible to directly measure neural survival in vivo in humans, several investigators are studying indirect measures of neural health (DeVries et al., 2016; Long et al., 2014; Zhou & Pfingst, 2016) .
Another major component of the ENI, electrode position, can be directly assessed using computerized tomography (CT) imaging techniques. CT imaging can provide estimates of electrode-to-modiolus distance, scalar location, insertion angle, and wrapping factor (Holden et al. 2013; Skinner et al., 2007; Teymouri, Hullar, Holden, & Chole, 2011; Verbist, Frijns, Geleijns, & Van Buchem, 2005) . Suboptimal electrode positions lead to increased channel interaction and higher focused thresholds in humans (Cohen, Saunders, & Clark, 2001; DeVries et al., 2016; Kawano, Seldon, Clark, Ramsden, & Raine, 1998; Long et al., 2014) , in animals using electrophysiological measures (Jolly, Spelman, & Clopton, 1996; Shepherd, Hatsushika, & Clark, 1993) , and in computational modeling studies (Briaire & Frijns, 2006; Cohen, 2009; Frijns, De Snoo, & Schoonhoven, 1995; Goldwyn, Bierer, & Bierer, 2010; Kalkman, Briaire, Dekker, & Frijns, 2014) . Electrode arrays with poor placement often result in poorer performance on speech perception tasks, though results are mixed (DeVries et al., 2016; Finley et al., 2008; Skinner et al., 2002) . While useful, this technique is limited in terms of clinical application. Postoperative CT scans are not often available to clinicians, incur high costs, and expose patients to radiation. Therefore, assessing alternative methods to measure electrode position is warranted.
A recent study evaluated the electrically evoked compound action potential (ECAP) as a possible objective measure of CT-estimated electrode-to-modiolus distance in CI listeners (DeVries et al., 2016) . ECAP spread of excitation was moderately correlated of electrode-tomodiolus distance in most subjects, similar to a study by Cohen Richardson, Saunders, and Cowan (2003) using radiographs. However, the ECAP can be unreliable as some subjects do not have measurable responses, and responses can be small and contain large stimulus artifact.
In this study, a potentially more reliable measure of channel interaction was used: the psychophysical tuning curve (PTC). Broad PTCs have been correlated with higher behavioral thresholds using focused stimulation, identifying suspected areas of excessive channel interaction (J. A. Bierer and Faulkner, 2010; Nelson et al. 2008) . Recently, we measured PTCs using focused stimulation for all electrodes in 13 subjects, using a Bekesylike, sweep procedure used for measuring thresholds in CI listeners (J. A. Bierer, Bierer, Kreft, & Oxenham, 2015; DeVries & Arenberg, 2018) ; most of the same subjects participated in this study. In that study, PTC bandwidths were correlated of CT-estimated electrode-tomodiolus distance, but not focused behavioral thresholds, across subjects.
Hypothetically, the correlation between PTC bandwidths and CT-estimated electrode-to-modiolus distance may be exploited to create new listener programs to reduce channel interaction. As PTCs likely capture aspects of the ENI other than electrode position, it is useful to compare performance with CT-based and PTC-based programs. For instance, broad PTCs not correlated with electrode-to-modiolus distance may indicate areas of poor neural health, providing useful information beyond what CT estimates can offer.
One approach to improve speech perception has been to deactivate electrodes to reduce channel interaction (J. A. Bierer & Litvak, 2016; Noble, Labadie, Gifford, & Dawant, 2013; Noble, Gifford, Hedley-Williams, Dawant, & Labadie, 2014; Noble et al., 2016) or improve a psychophysical percept (Garadat, Zwolan, & Pfingst, 2013; Henshall & McKay, 2001; Saleh, Saeed, Meerton, Moore, & Vickers, 2013; Vickers, Degun, Canas, Stainsby, & Vanpoucke, 2016; Zhou & Pfingst, 2012) with mixed results. In Noble's studies, computational modeling and CT estimates were used to deactivate electrodes modeled to have excessive channel interaction. After 1-month experience with the experimental program, there were significant improvements on sentence recognition and increased subjective quality of communication. However, deactivating electrodes with poor electrode position may sacrifice the opportunity to improve spectral resolution by limiting the stimulation of viable neurons in that region. Using focused stimulation for these channels may serve to compensate for increased distance from the target neurons while minimizing channel interaction caused by the narrower current spread.
Several studies have used focused stimulation across the electrode array to reduce channel interaction and improve speech perception (Berenstein, Mens, Mulder, & Vanpoucke, 2008; J. A. Bierer & Litvak, 2016; Srinivasan, Padilla, Shannon, & Landsberger, 2013) . Across studies, results are mixed, but with notable improvements in speech perception in noise. While encouraging, focused stimulatiion has some practical limitations for clinical use. This stimulation may have higher current level requirements, which could lead to greater power consumption and issues with voltage compliance limits (J. A. Bierer & Litvak, 2016) . Side-lobe activation can also occur when using a high degree of focusing, which can increase channel interaction in unpredictable ways (Litvak, Spahr, Saoji, & Fridman, 2007) . However, if only a subset of channels estimated to have poor electrode position uses focused stimulation, some of these limitations may be ameliorated. To date, channel selection strategies using behavioral data and focused stimulation are limited and have not incorporated electrode position.
The aim of this study is to (a) assess the within-subject relationship between CT-estimated electrode-to-modiolus distance and PTC bandwidths, and (b) determine whether using this information to create individualized programs improves speech perception in an acute setting. Two test programs were created that use focused stimulation on a subset of channels, selected based on (a) far electrode-to-modiolus distance from CT estimates (Distance),and (b) broad tuning from PTC bandwidths (Tuning). Two control programs were also created (a) Channels not focused in the Distance program were focused (Inverse-Control) and (b) broad stimulation for all channels (Monopolar-Control). The Inverse-Control program evaluates how focusing electrodes close to the modiolus affects speech perception; focusing all electrodes would not allow us to evaluate perceptual detriments when focusing only ostensibly ''good'' channels. The Monopolar-Control program evaluates how the test programs compare stimulation similar to what CI listeners hear every day. We expect that the InverseControl program will be detrimental to speech perception, as areas with excessive channel interaction may still be uncontrolled, or there may not be sufficient spiral ganglion neurons activated because of current focusing and neural sparsity, as suggested by J. A. Bierer and Litvak (2016) . We further hypothesize subjects will have higher scores with the Tuning and Distance programs, as compared with the controls. Subjects were tested on closed set medial vowel identification, a spectrally challenging task, and open-set sentence recognition, which may reflect more real-world conditions. Subjects also completed a sound quality questionnaire to assess subjective program preferences. The results of this study may provide an important link between site-specific peripheral measures of the ENI and the practical application of these measures to CI listener programs.
Methods

Subjects
A total of 13 adult subjects who were unilaterally implanted after 2001 with Advanced Bionics HiRes90k devices participated (Table 1) ; 12 of these subjects participated in the previously mentioned study by DeVries there were eight men in the study. Two subjects were prelingually deafened (S49, S53), one was peri-lingually deafened (S40), and the remaining 10 were postlingually deafened. One of the postlingual subjects was deafened in childhood (S46, age 14), but is still considered with the postlingually deafened subjects as they learned language before they were diagnosed with a severe-to-profound hearing loss. All subjects were fluent English speakers. Each participant provided written consent and the experiments were conducted in accordance with guidelines set by the University of Washington Human Subjects Division.
CT Imaging
CT scans were performed at the University of Washington Medical Center within the last 3 years. Briefly, ANALYZE software was used to create threedimensional image volumes by combining information from each subject's postoperative scan and a single body donor cochlea (Figure 1 ; for details, see Skinner et al., 2007 ; for verification of the method, see Teymouri et al., 2011) . Preoperative CT scans were not available for the subjects participating in this study; therefore, a scan of the nonimplanted ear was used to identify structural anatomy, and this image was coregistered with the image of the implanted ear. Micro CT and orthogonal-plane fluorescence optical sectioning images from a donor cochlea were used to locate and visualize the nonbony structures. The CT-estimated metric used in this study was electrode-to-modiolus distance, which refers to the lateral distance (in millimeters) of an electrode from the medial wall of the cochlea.
Electrode Configurations
All stimuli were presented using the Bionic Ear Data Collection System version 1.18.315 (Advanced Bionics, Valencia, CA). For psychophysical testing, a custom Matlab (Mathworks, Inc., Natick, MA) program controlled the BEDCS software. Three types of electrode configurations were used in this study: monopolar (MP), steered quadrupolar (sQP), and partial tripolar (pTP). The MP configuration consists of an active intracochlear electrode and a return extracochlear electrode; the large distance between the source/sink yields a broad electrical field (e.g., Litvak et al., 2007) . The sQP configuration consists of four intracochlear electrodes: The two middle electrodes serve as active electrodes, and the two outer electrodes serve as return electrodes for a fraction of the active current (an extracochlear electrode carries the remainder of the return current). Current is steered between the two middle electrodes according to the fraction, a: A value of 1 steers current to the basal electrode and 0 to the apical electrode. By convention, channel number is defined as the basal active electrode when a ¼ 1. In this study, this convention was maintained for Electrodes 3 to 15. For Electrode 2, however, it was necessary to use the same set of electrodes as Channel 3 (the most apical channel possible with the 4-electrode sQP configuration) in conjunction with an a value of 0 to center the current on electrode 2. This arrangement is referred to as ''Channel 2,'' even though Electrode 2 is the apical active electrode. The pTP configuration is a variant of the traditional tripolar (TP) configuration. In the TP configuration, there is one intracochlear active electrode, with the return current divided equally between each of the two adjacent, flanking electrodes. The pTP configuration is similar, but only a fraction of the return current is delivered to the flanking electrodes; the remainder flows to the extracochlear ground.
For pTP and sQP configurations, the fraction of the return current varies according to ''s'' (J. A. Bierer et al., 2015; Landsberger & Srinivasan, 2009; Srinivasan, Landsberger, & Shannon, 2010) . A larger s results in a narrower electrical field than the MP configuration; for instance, s ¼ 0 is considered MP, and s ¼ 1 is considered TP (Litvak et al., 2007) . In this study, sQP stimulation, as opposed to pTP, was used for some psychophysical procedures as sQP allows some data to be collected significantly faster, described later. sQP thresholds were found to be equivalent to pTP in another study when the same s is used (J. A. Bierer et al., 2015) .
Most Comfortable Listening Levels
Most comfortable listening levels (MCLs) were measured for use in the PTC procedure described later. MCLs for masker and probe stimuli were determined using the Advanced Bionics clinical loudness scale (Advanced Bionics). To determine the MCL, the current level was increased manually until subjects reported a loudness rating of ''6,'' or ''most comfortable.'' The level was changed in 2-dB steps until a loudness rating of 4 was reached; thereafter, the level was changed in 0.5-or 0.1-dB steps depending on subject response. Four sets of MCLs were measured (a) PTC masker stimuli, (b) MP thresholds for PTC probe stimuli, (c) MP thresholds for programming procedures, and (d) pTP thresholds for programming procedures. These levels served as the maximum stimulus level for all psychophysical and programming procedures.
Single-Channel Behavioral Thresholds
Single-channel thresholds were measured for Electrodes 2 to 15 using a sweep threshold procedure (J. A. Bierer et al., 2015) . Pulse trains were presented with a value increasing from 0 to 1 in 0.1 steps from Electrodes 2 to 15 for a forward sweep (apical to basal) and from Electrode 15 to 2 (basal to apical) for a backward sweep (based on Se k, Alca´ntara, Moore, Kluk, & Wicher, 2005 ; for details, see J. A. Bierer et al., 2015) . A forward and backward sweep was performed for each set of stimuli and averaged. Four sets of sweep thresholds were measured for the same stimuli as the MCLs. These levels served as the minimum stimulus level for all psychophysical and programming procedures.
Sweep Psychophysical Tuning Curves
PTCs were obtained for all available electrodes within a forward-masking paradigm, with a varying masker and fixed probe, using a modified threshold sweep procedure (J. A. Bierer et al., 2015) . This procedure is similar to the sweep threshold procedure (see Single-Channel Behavioral Thresholds section), though in this case the masker was swept across the electrode array, varying in level, while the probe remained fixed in level and location. Figure 2 shows PTCs for S53 on all available electrodes; PTCs are plotted as masker level (percentage dynamic range) as a function of masker electrode (apical to basal). S53 had shallower, narrower PTCs apically, indicating minimal presumed channel interaction. Basally, PTCs appeared deeper and broader, indicative of excessive channel interaction in this region.
PTCs were quantified as a function of masker level, normalized to the masker-alone dynamic range. The equivalent rectangular bandwidth (ERB DR ) was used to quantify the spatial extent of masker-probe interaction by equating the PTC to a rectangular function of equivalent minimum masker threshold. For detailed methodology, see DeVries and Arenberg (2018) .
Channel Selection and Programs
Channels selected for focused stimulation were based on the median values of CT-estimated electrode-tomodiolus distance and PTC ERB DR s (Figure 3(a) ). Those electrodes more distant or with broader tuning than the within-subject median were programmed with the pTP configuration, and all other channels with the MP configuration (Figure 3(b) ). This simple criterion was chosen so that each subject had a relatively equal number of channels using focused stimulation (typically 6-8), and as a straightforward starting point for exploring focusing a subset of channels based on CT estimates and PTCs.
Four programs were created: (a) ''Tuning,'' based on PTC ERB DR s; (b) ''Distance,'' based on CT-estimated electrode-to-modiolus distance; (c) ''Inverse-Control'' wherein the channels not focused in the Distance program are focused; and (d) ''Monopolar-Control,'' an all-channel monopolar program.
Programming Procedures
All programs were created for each subject using BEPSþ software version 1.18.26.24691 (Advanced Bionics Corp., Valencia, CA, USA). Table 2 provides subjectspecific programming details. The pTP configuration was used for programming procedures as sQP is not available in BEPSþ. pTP with s ¼ .75 was used for electrode focusing, to avoid reaching compliance limits. For S49, s ¼ .62 was used as s ¼ .75 caused abnormal auditory percepts (vibrating). For all subjects, electrodes that were not focused used MP stimulation.
Programs were created on a Harmony research processor dedicated for use in the laboratory. All behavioral MCLs and thresholds were converted into charge units for use in BEPSþ. All four 14-channel programs used Electrodes 2 through 15; Electrodes 1 and 16 were excluded as they could not serve as active electrodes when using focused stimulation. Clear Voice was consistent with each subject's clinical, everyday program, and the ''extended low'' frequency filter settings were maintained for all subjects, and current steering was deactivated. The input dynamic range was set to 60 dB SPL and the gains were set to zero. Pulse width and rate were equal within-subject and across programs, based on the auto pulse width obtained using the program with the most focused channels.
Thresholds and MCLs were entered from the previously conducted psychophysical procedures (see earlier sections). MCL levels were loudness balanced in sets of four electrodes beginning with Electrode 2. The subject was instructed to inform the researcher if the sounds were equally loud. Adjustments were made until all channels were perceived as equally loud.
After balancing M-levels, the volume was reduced on the speech processor, the M-levels were globally reduced by 10 steps, and the microphone was activated through BEPSþ. The M-levels were slowly increased until the subject indicated the overall loudness was ''Most Comfortable,'' or a ''6'' on the clinical loudness scale. M-levels were then individually adjusted according to subjective reports of loudness and clarity. The Ling sounds were presented and M-levels were adjusted to ensure the subject had access to important consonant and vowel cues that span the speech spectrum. The subject was finally instructed to indicate if the programs sounded equally loud. Once complete, all four programs were converted to Aux Only and loaded onto the processor for testing through direct audio input.
Speech Perception Testing
Using ListPlayer software (Advanced Bionics, Valencia, CA) and direct audio input, subjects listened to randomized, closed-set AZ-Bio sentences (Spahr et al., 2012) in quiet for 15 min before beginning testing with each program; subjects were able to see the sentences on the computer screen, if desired. Stimuli were presented using at 60 dB-A, with Auditech 4-Talker Babble presented at a signal-to-noise ratio (SNR) that reflects approximately 50% performance with the Monopolar-Control program (referred to as ''SNR 50''). The SNR was adjusted for each subject, wherein performance between 40% and 60% was accepted; therefore, the noise level was different for each subject. S29, S40, S46, and S49 were unable to reach 40% to 60% performance in quiet, and so all of their testing was performed in quiet. The MonopolarControl program was always tested first (as this program was used to obtain the SNR 50 noise level); the remaining three programs were randomized and tested. For each vowel identification testing, subjects completed one practice run in quiet with feedback. For sentence recognition testing, the practice run did not have feedback as it was open set testing. After practice, testing was started with the appropriate SNR applied for two test runs (three if scores differed more than 10%). Subjects were blinded to the programs that were tested and did not see their scores following testing.
Vowel stimuli consisted of one female, Pacific Northwest talker, uttering 10 naturally spoken vowels (/i/ , /(/, /e(/, /"/, /ae/, /t/, /u/, /G/, /o/, /A/) in the /hVd/ context (DiNino, Wright, Winn, & Bierer, 2016) . Subjects used a computer mouse to select from the vowels presented on the Note. In Table 2 , the signal-to-noise ratio (SNR) is used for both medial vowel identification and sentence recognition tasks, number of channels focused in each program (except for Monopolar-Control), the degree of focusing (s) Two subjects, S40 and S49, were unable to reach 40% to 60% scores with the IEEE sentences in quiet, likely because of the open-set and somewhat low context nature of the task. Therefore, the Hearing in Noise test (HINT; Nilsson, Soli, & Sullivan, 1994) was used as these sentences tend to be easier for listeners. The HINT consists of 25 phonetically balanced lists of 10 sentences each. S40 and S49 could perform the task in an open-set manner for all programs when using these materials. As with the IEEE sentences, the subject verbally repeated what they heard, and the researcher scored each subject manually. Subjects were given one practice run in quiet and two test runs at SNR 50. If the two test runs differed by 10% or more, a third run was conducted and all three runs were averaged.
Sound Quality Questionnaire
Following testing with each program, subjects were asked to rate sound quality and clarity on a scale from 1 to 10, in comparison to their everyday program. A rating of ''5'' was considered equivalent to their everyday program, less than 5 was considered ''worse,'' and more than 5 was considered ''better.'' Subjects were asked to rate clarity in quiet, clarity in noise (where applicable), ease of listening, and naturalness for each program.
Statistical Analysis
SPSS statistical software was used to perform withinand between-subjects comparisons (IBM Corp. Released 2015. IBM SPSS Statistics for Windows). A simple linear regression was conducted to determine the within-subject relationship between PTC ERB DR and electrode-to-modiolus distance. In a recent study in which the same subjects participated, PTC ERB DR s measured with the 2IFC procedure in two subjects (S40 and S49) did not significantly differ from those that used the modified threshold sweep procedure (DeVries & Arenberg 2018). Therefore, PTC ERB DR s were compiled for all statistical analyses.
Two planned mixed-model repeated measures linear regressions were performed to investigate the effect of program on medial vowel identification and sentence recognition (Model 1) and on ERB DR -Distance correlation/no correlation groups (Model 2). Duration of deafness was calculated for each participant and included as a covariate because of the presence of two pre-(S49, S53) and one peri-lingually (S40) deafened subject in this data set; these three subjects have similar durations of deafness (41.5, 43, and 46 years, respectively). ''Subject'' was entered as a random intercept, and ''program'' and ''test'' were entered as repeated factors (Baayen, Davidson, & Bates, 2008) . A compound symmetry covariance matrix was specified for all models. A Bonferroni correction was applied to all multiple comparisons and is noted where appropriate; all p values reported from this procedure are adjusted for a significance level of a ¼ .05 (S. P. Wright, 1992) .
A repeated-measures analysis of variance (RMANOVA) was conducted on all sound quality data; all results are reported with a GreenhouseGeisser correction to account for a lack of sphericity in the data. A correlational analysis was performed to compare preference and performance across programs.
Results
CT-Estimated Electrode-to-Modiolus Distance
The variability in electrode array positioning is shown in 3D cochlear reconstructions for all subjects, arranged by electrode array type in Figure 1 . Electrode-to-modiolus distances ranged from 0.66 to 1.80 mm (Table 3 ; M ¼ 1.04 mm, SD ¼ .52). In general, the electrode trajectories are consistent with the designs of the four types of arrays, which partially determine how far the electrodes are from the modiolus, and thus how close they are to target auditory neurons. The 1 J electrode array (S29, S40, S46, S52, and S55) has a lateral design, whereas the 1 J Helix (S22, S53) is precurved to achieve a more medial position. The 1 J with positioner (S42, S56), by design, pushes the electrode array even more medially. The Mid-Scala array (S43, S49, S47, S57) is precurved, and designed for midscalar placement to preserve cochlear structures. Because of the small sample size for each electrode array, differences between array types cannot be examined further.
Within-Subject Comparisons Between PTC Bandwidths and Electrode-to-Modiolus Distance
Across subjects, PTC ERB DR s ranged from 0.70 to 10.40 mm (Table 3 ; M ¼ 3.75 mm, SD ¼ 1.96). PTC ERB DR s and electrode-to-modiolus distance are shown for each subject (Figure 4) , with dashed lines indicating the median PTC ERB DR (purple) and median electrodeto-modiolus distance (green). For 7 out of 13 subjects, there was a significant, positive correlation between PTC ERB DR and electrode-to-modiolus distance, wherein electrodes further from the modiolus tended to have broader PTC ERB DR s (Figure 4 ).
Speech Perception Scores
On average, results show that performance is similar with the Monopolar-Control program as with Distance and Tuning, and significantly poorer with the InverseControl program for both sentence recognition and vowel identification tasks.
Raw scores (percentage correct) for all programs are presented in the top panel for medial vowel identification ( Figure 5(a) ), and sentence recognition in the bottom panel ( Figure 5(b) ). Scores relative to the MonopolarControl program are presented for medial vowel identification (Figure 6(a) ) and sentence recognition (Figure 6(b) ), for ease of viewing the relative differences in performance. These figures clearly demonstrate the variability seen in individual benefit from each program.
Results from a linear mixed model analysis show a significant effect of program, F(3, 83.77) ¼ 13.28, p < .0001, across sentence recognition and medial vowel identification tests. There was no effect of duration of deafness, F(1, 28.56) ¼ . Figure 4. Tuning curve ERB DR (mm) as a function of electrode-to-modiolus distance (mm) for 13 subjects, arranged by Pearson's r from highest to lowest. The numbers inside the figure indicate channels. The green dashed line is set at the median electrode-to-modiolus distance and the purple dashed line is set to the median PTC ERB DR . The red line is the best fit line for each subject. ERB DR ¼ equivalent rectangular bandwidth; PTC ¼ psychophysical tuning curve. . There were no significant differences between the Monopolar-Control and Inverse-Control programs (p ¼ .06), though a trend is evident. As previously mentioned, Subjects S40, S46, and S49 were unable to reach 50% performance in quiet using the IEEE sentences; as a result, the HINT sentences were used for these subjects. To ensure sentence recognition results were not driven by subjects using the HINT sentences, the mixed model was rerun without those subjects. The results are similar with the exception that the Tuning program scores are no longer significantly better than those of the InverseControl program (p ¼ .22). Therefore, it is possible that subjects using the HINT test were driving the significant difference between the Tuning and Inverse-Control programs. However, it is unclear whether this is because of the use of the HINT, loss of statistical power, or some other cause. For ease of viewing, these subjects will be presented with the subjects who used the IEEE sentences, with an asterisk to denote the use of the HINT. We opted to present these subjects in the sentence recognition analysis as they represent real CI listeners who may not be able to use preferred clinical materials.
These results suggest that modest improvements in speech perception are possible for some CI listeners when focusing channels suspected of a high degree of channel interaction. The significantly poorer performance on the Inverse-Control program may indicate (a) focusing the ''good'' channels is detrimental or (b) refusing to focus the ''bad'' channels is detrimental. Either way, this result suggests that if a subset of channels use focusing, they must be carefully selected to avoid detriments to perception. Speech perception scores between the Distance and Tuning programs did not differ across subjects, but not all subjects' PTC ERB DR s were correlated with CT-estimated electrode-to-modiolus distance (see Figure 4) . For subjects where this relationship was not observed, it is possible that improved performance with the Distance and Tuning programs is because of an aspect of the ENI other than electrode position. 
PTC ERB DR and Electrode-to-Modiolus Distance Correlation and No Correlation Groups
Subjects whose PTC ERB DR s were correlated with electrode-to-modiolus distance may receive a different benefit from the Distance and Tuning programs than those without this correlation (see Figure 4) . For example, if a subject has broad PTC ERB DR s that are poorly correlated with electrode-to-modiolus distance, there may be a neural health issue at the ENI. It was expected that those with this correlation will perform similarly with the Distance and Tuning programs, whereas those without this correlation were not expected to perform as well with the Tuning program as compared with the Distance program. Figure 7 displays average performance on all programs for both the sentence recognition and medial vowel identification tasks, split between ERB DR -Distance correlation and ERB DR -Distance no correlation groups.
Results from the mixed model show a significant effect of program, F(3, 76.38) ¼ 12.95, p < .0001, across sentence recognition and medial vowel identification tests. There was no effect of duration of deafness, F(1, 30.21) ¼ .16, p ¼ .69, no interaction between program and ERB DR -Distance correlation/no correlation groups, F(3, 76.38) ¼ .58, p ¼ .63, and no interaction between test administered and ERB DR -Distance correlation/no correlation groups, F(8, 80.55) ¼ .51, p ¼ .60.
After Bonferroni correction, for sentence recognition, subjects with the ERB DR -Distance correlation performed better with the Distance program as compared with the Inverse-Control program (p ¼ .02). There were no significant differences between any other programs. For medial vowel identification, subjects with the * * * * * * For the ERB DR -Distance no correlation group, performance on the Tuning program was significantly better for sentence recognition than with the Inverse-Control program (p ¼ .02), with no other differences between programs. There were no significant differences between programs on the medial vowel identification task for this group. Figure 8 shows the distribution of consonant-nucleus vowel-consonant (CNC) word scores with the subject's every day program, split between the ERB DR -Distance correlation/no correlation groups. A univariate analysis of variance was performed to assess whether membership in the ERB DR -Distance correlation/no correlation groups affected performance with subject's ''Everyday'' program. The results of this analysis do not reach significance, but suggests a trend toward higher clinical CNC word scores for those in the ERB DR -Distance correlation group, F(1, 12) ¼ 4.15, R 2 ¼ .27, p ¼ .067. It may be that when excessive channel interaction is caused by an aspect of the ENI other than electrode position (such as poor neural health), outcomes with the device tend to be poorer.
Sound Quality Ratings
A subjective questionnaire was administered for all programs, with a rating scale of 1 (worse than everyday program) to 10 (better than everyday program) on clarity in quiet, clarity in noise (where applicable), ease of listening, and naturalness. Figure 9 shows scatterplots of individual scores and across subject means for each aforementioned quality.
An RMANOVA with a Greenhouse-Geisser correction showed no significant differences in sound quality ratings within-subject and between programs for: clarity in quiet, F(1.8, 19.5) ¼ 1.66, p ¼ .22, clarity in noise, F(2.27, 18.19) ¼ 2.35, p ¼ .12, ease of listening, F(2.52, 27.75) ¼ .787, p ¼ .49, and naturalness, F(2.51, 27.63) ¼ 2.3, p ¼ .11. An additional correlational analysis was conducted to assess if a relationship existed between sound quality ratings and performance. This analysis did not reach significance for both sentence recognition and medial vowel identification (p > .05), suggesting that better performance may not be indicative of subject acceptance of a given program.
However, some within-subject patterns were observable. For example, S43 (downward triangles) gave high ratings for all programs and qualities, perhaps indicating that he felt all the programs were equally suitable, or that he was not particularly sensitive to differences in sound quality. S46 (diamond) performed significantly higher with the Distance program but tended to rate it low compared with the other programs; perhaps his familiarity with monopolar stimulation was an overriding subjective factor. Listeners may have varying ''profiles'' in how they experience changes in device programming, though extended listener experience is needed to assess this.
Discussion
This study had two aims: (a) to assess the within-subject relationship between electrode-to-modiolus distance and PTC bandwidths, and (b) to reduce channel interaction by creating listener programs that use focused stimulation on electrodes distant from the modiolus or with broad PTC bandwidths. Across subjects, results showed that medial vowel identification and sentence recognition scores for channel interaction reduction strategies were similar to scores for a traditional MonopolarControl program. Interestingly, when channels were focused for electrodes close to the modiolus (InverseControl), performance was significantly reduced across listeners. For those subjects whose electrode-to-modiolus distances correlated with their PTC bandwidths, the aforementioned results held for medial vowel identification, but not for sentence recognition, where only the Distance program resulted in significantly better performance than the Inverse-Control program. Subjects whose PTC bandwidths did not correlate with electrode-to-modiolus distance tended to perform better with the Tuning program on sentence recognition, with no other significant differences observed. Finally, no differences in subjective sound quality ratings were observed across subjects. These results suggest a potential differential benefit of channel interaction reduction strategies based on the relationship between spatial tuning and electrode position.
Within-Subject PTC Bandwidths and Electrode-to-Modiolus Distance
Spatial tuning has been shown to vary along the electrode array within CI listeners. Broad tuning may result in increased channel interaction and reduced spectral resolution abilities (Anderson, Nelson, Kreft, Nelson, & Oxenham, 2011; J. A. Bierer & Faulkner, 2010; DeVries & Arenberg, 2018) , possibly because of regions of poor neural health or large electrode-to-modiolus distances. In this study, PTC ERB DR s were correlated with CT-estimated electrode-to-modiolus distance in 7 out of 13 listeners. This is consistent with previous studies that used electrophysiological (Brown, Abbas, & Gantz, 1990; Cohen et al., 2003; Hughes and Abbas 2006; DeVries et al., 2016) and modeling techniques (Briaire & Frijns, 2006) to correlate spread of neural excitation and electrode position.
Figure 8 demonstrated that the relationship between PTC ERB DR and electrode-to-modiolus distance can have an effect on word recognition scores. While a larger sample size is needed to define this relationship, we speculate that subjects in the ERB DR -Distance , and S49 were not tested in noise and therefore did not assess clarity in noise. MP ¼ monopolar.
correlation group were more likely to have better clinical performance and to benefit from channel interaction reduction strategies because most of their channel interaction resulted from poor electrode position. Those subjects in the ERB DR -Distance no correlation group may have received a smaller benefit from channel focusing, as their broader PTCs likely resulted from other aspects of the ENI, such as neural health. We are not aware of any studies that have evaluated PTC bandwidth and electrode position in relation to speech. However, Long et al. (2014) found that subjects whose electrode-to-modiolus distances were well predicted by focused behavioral thresholds performed better on speech perception tasks. Holden et al. (2013) also found that wrapping factor, a 1-point measure that takes into account electrode-to-modiolus distance and cochlear curvature, was significantly related to CNC word scores. However, we did not find this result in a recent study, though that could be because of the smaller sample size of 10 (DeVries et al., 2016). While electrode-to-modiolus distance specifically may not be predictive of speech perception abilities (DeVries & Arenberg, 2018; DeVries et al., 2016; Long et al., 2014; van der Marel et al., 2015) , the relationship between psychophysical measures and electrode position may explain some of the variability observed in speech outcomes for CI listeners.
Speech Perception: Channel Focusing
We applied focused stimulation to channels with large electrode-to-modiolus distances and broad PTCs in an effort to reduce channel interaction. The assumption is that narrower current spread will ameliorate the effects of excessive channel interaction and result in improved spectral resolution abilities (e.g., Landsberger, Padilla, & Srinivasan, 2012; Padilla & Landsberger, 2016) . Other investigators have used focused stimulation on all channels to compare with traditional MP stimulation. Srinivasan et al. (2013) observed a consistent improvement in speech perception in noise with TP programs across listeners. Berenstein et al. (2008) found some listeners benefited from pTP, and others from MP þ current steering. This is similar to J. A. Bierer and Litvak (2016) , who found that poorer performing listeners tended to benefit more from the use of pTP stimulation on all channels, and with MP stimulation with high or low threshold channels deactivated; however, using pTP stimulation with high and low threshold channels deactivated was not beneficial for the same listeners. Finally, Arenberg et al. (2018) used dynamic focusing to improve vowel identification; this strategy uses pTP with a variable focusing coefficient depending on the input level (s values ranging from 0.8 to 0.5 for low to high intensity inputs, respectively). Their results showed an improvement in noise, but no improvement under quiet conditions. Another similar study found that when using dynamic focusing spectral resolution improved, but this did not extend to speech performance (De Jong, Briaire, & Frijns, 2018) . These studies show that while results are mixed, channel focusing has the potential to improve speech perception, particularly in noise. However, methodological differences and small sample sizes make across-study interpretation difficult. Our results show speech perception scores when focusing a subset of channels based on electrode-to-modiolus and PTC bandwidths are similar to traditional MP programs. When channels near the modiolus were focused (Inverse-Control), there was a significant detriment to performance for most listeners. It is possible that using focused stimulation near the modiolus obscures neural representation of spectral information at higher pulse rates, as suggested by Zhou and Pfingst (2016) . Further, distant electrodes using monopolar stimulation are presumed to have excessive channel interaction, possibly contributing to the observed detriment in performance. This may provide an explanation for why using focused stimulation on all channels does not benefit all listeners; perhaps these listeners consistently differ in an as-yet unknown manner.
Speech Perception: Electrode-to-Modiolus Distance and PTC Bandwidths
Few studies have used electrode position to create listener strategies with a reduced number of channels. Noble et al. (2013 Noble et al. ( , 2014 Noble et al. ( , 2016 ) used a CT image-guided technique to identify and deactivate electrodes modeled to have a high degree of channel interaction in both adult and pediatric CI listeners. Subjects were tested on speech and spectral modulation detection tasks with the imageguided strategy and compared with traditional programming in the same ear. Across subjects, they found a small but significant benefit of the experimental strategy and improved subjective quality of communication. It is unclear how the experimental strategy would compare with traditional programming in the same ear, as the contralateral ear was used as the control.
To our knowledge, there are no other studies that have used PTCs to create channel interaction reduction strategies. In this study, performance with the Tuning program was significantly higher than the InverseControl program and similar to the Distance and Monopolar-Control programs across subjects.
In this study, performance with the Distance program was not significantly better than with the MonopolarControl program. This is in contrast to the Noble studies; however, some substantial methodological differences should be noted. We did not use channel deactivation, provide take-home experience, compare our experimental programs with the subject's every day program, and our method for deriving electrode position differed as well. It may be these differences contributed to the contrast in results. However, scores for both the Distance and Tuning programs were significantly higher than the Inverse-Control program (Figure 5(a) and (b) ). This may indicate that when the ''wrong'' channels are selected for channel focusing, it can be detrimental to speech perception. These results suggest that focusing channels based on a behavioral measure of channel interaction and CT estimates of electrode-to-modiolus distance can result in improved speech perception for some CI listeners, but not all. For example, S22, S46, S47, S52, and S57 showed benefits with the Distance program in particular, whereas S42 and S43 did not. It may be that subjects fit into psychophysical subgroups, where certain subjects will benefit from focusing and others may not.
When considering the ERB DR -Distance correlation and no correlation groups, some interesting patterns emerge (Figure 7 ). For those in the ERB DR -Distance correlation group, particularly for medial vowel identification, the aforementioned results hold. However, for the ERB DR -Distance no correlation group, only the Tuning program was beneficial compared with the Inverse-Control program for the sentence recognition task. For this group, it may be when focusing channels with broad PTCs the most egregious areas of channel interaction were reduced, allowing these subjects to perform better than expected with the Tuning program. However, as this was not observed for the medial vowel identification task and is not significant when removing the subjects that used the HINT, this finding could be spurious. It may also be that traditional MP programs are more appropriate for some listeners, highlighting the need to identify why some listeners benefit from channel manipulations and others do not. Further, as the Monopolar-Control program was similar to the Distance and Tuning programs across subjects, it is difficult to conclude whether these experimental programs are beneficial enough to warrant long-term use. Several studies have shown that when given long-term exposure, listeners can adapt to new program settings (Fu & Galvin, 2007; Fu, Shannon, & Galvin, 2002) .
A future study may examine alternative measures of channel interaction, such as the ECAP, and how it might be used to individualize listener strategies. The peak amplitude of the ECAP response may be more sensitive to neural health than PTC ERBs, though it is unclear how the ECAP peak amplitudes relate to the ERB DR . Studies that provide extended listening experience (a) create more individually tailored PTC programs and (b) combine channel focusing and deactivation, and (c) are necessary to ascertain what benefits are obtainable above and beyond traditional MP programs.
